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IP Address Request Form    (to be completed by customer)
	Explanation notes (before installation):

	Connect Hosting Service

The default number of host IP allocated as follows:

       1 x Half Rack = 2 x IP address

       1 x Full Rack = 4 x IP address
The max # of host IP allocation is up to 12

E-Biz UTP Hosting Service

The default number of host IP allocated is 2 x IP Address

The max # of host IP allocation is up to 12


	2MB or ATM Leased Line Service

The default number of host IP allocated is 8 x IP Address

(2MB leased line) - max # of host IP allocation is up to 32

 (ATM leased line) - max # of host IP allocation is up to 64

MegaPOP and 1-Net Interconnect  Service

Access-End 

i-link /Bizlink – number of IP allocation is 1x IP, 4 x IP, 8x IP

Ethernetlink    – number of IP allocation is 4 x IP, 8 x IP

	IP Address Allocation:

	          FORMCHECKBOX 
  New Application             FORMCHECKBOX 
  Change                   FORMCHECKBOX 
  Deletion  (please fill-in remark column)
       Remark:  
[image: image1.png]
           FORMCHECKBOX 
 Tick here if you need more IP addresses than the 1-Net’s Allocated IP addresses 

                (Application is subject to approval)

          Number of IP Addresses Requested:       

 IP ADDRESS JUSTIFICATION:  
#[IPv4 ASSIGNMENT TEMPLATE]#
Company Name:                             
Description  (Business Nature):      
Example:   

1

8

8 / 8 / 8

Firewall, Router, Switches

2

24

8 / 16 / 24

Web & Mail Hosting Servers

No. of IP Address

Usage of IP Projection

(1 mth / 6 mths / 12 mths)

Purpose of IP

1

     
      /       /      
     
2

     
      /       /      
     
3

     
      /       /      
     
4

     
      /       /      
     
     
      /       /      
     
6

     
      /       /      
     
7

     
      /       /      
     
8

     
      /       /      
     
#[ADDITIONAL INFORMATION]#   

    (To provide more description of your product services portfolio) 






	>> Gentle Reminders  (Only Applicable to Data Center hosting customer)
Please read and take note of the following:

1. It is recommended that customer use Switch and not Hub to connect up their servers. Hub will limit the network bandwidth available to the connected servers.
2. Please set your network equipment speed to 100Mbps, Full Duplex  (unless otherwise specified).

3. If you are bringing your own hub/switch, please provide own cross-cable (if your hub/switch is not capable of internal crossing).

4. Please remove IPX and unnecessary protocols from your servers to ensure optimization of network. This is to avoid unnecessary broadcast traffic.
Do inform us in advance for special requirements to be carried out on your assigned rack(s). (E.g. removal both side panels, mounting of extra trays). This is to reduce the time and effort when commissioning the customer.


	Request Processed By:   (To complete by 1-Net Engineer)
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Completed By:

IP Address # Allocated:
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